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1.2 Pushbuttons and Indicating Lights

Pushbutton Control Stations—Assembled

10250H Series Heavy-Duty Control Stations

Type H Control Stations—UL (NEMA) Type 3, 3S, 4, 4X, 12, 13

Element Type Feature Circuit

Assembled
Legend
Plate

Unassembled
Alternate
Legend Plate Catalog Number

One Element

Pushbuttons Without padlock hasp 1NO-1NC JOG START 10250H1881

STOP

RUN

With padlock hasp 1NC STOP — 10250H4239

Knob selector 
switch

Two-position 1NO-1NC OFF/ON — 10250H4526

Three-position 1NO-1NC MAN/OFF/AUTO — 10250H4527

Two Element

Pushbuttons Standard 1NO-2NC START/STOP — 10250H1884

2NO-2NC RAISE/LOWER FORWARD 10250H1885

REVERSE

OPEN

CLOSE

Standard and 
standard with 
padlock hasp

1NO-2NC START/STOP — 10250H4240

Three Element

Pushbuttons Standard 2NO-3NC FOR/REV/STOP START OPEN 10250H1890

Two standard and 
standard with
padlock hasp

JOG CLOSE 10250H4241

RAISE FAST

LOWER SLOW

Indicating
light and
pushbuttons

120V Light-red lens
and two plain

1NO-2NC MOTOR
RUNNING
START/STOP

— 10250H1913
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